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Long (and very long) design life 
classified according to Eurobat 
(12V >20Ah, 2V all models)

Unique anti-explosion one-way 
vent valve design to minimize 
water loss and increase safety

Optimized high-power output at short 
discharge times

Special pasting formula ensures 
long service life

Increased consistency by utilizing low 
tolerance manufacturing techniques

ABS case UL94-HB (UL94-V0 
Optional) is used for increased 
container strength

AGM 
LHR series

   -20°C–
+50°C

2–3 
Υears*

TEMPERATURE 
RANGE

WARRANTY

SHELF LIFE

DESIGN LIFE

≤3%/
month 
@ 25°C

12
Years*

* Depending on 
the actual model

LEOCH LHR series, are AGM Valve-Regulated Lead-Acid 
front terminal batteries that have been optimized for UPS 
applications. Engineered to offer high-power discharge 
rates at 15mins and high consistency for multiple string 
applications, LHR batteries offer an up to 16-year (2V) and 
12-year (12V) life design and a wide 12V and 2V capacity 
range to cover any requirement. 

PERFORMANCE CHARACTERISTICS
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LHR12120W
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Approx. Dimensions 
Approx.
Weight

Length Width

in. in. in.in.mm mm

101.00
93.50
93.50
95.00
95.00

167.50
170.00
170.00
205.00
178.00
178.00
213.00
213.00
213.00
213.00
213.00
212.00
225.00
238.50
214.00
214.00
218.00
220.00
365.00
365.00
365.00
365.00
365.00
365.00
365.00
365.00
365.00
365.00
365.00
365.00

3.98
3.68
3.68
3.74
3.74
6.59
6.69
6.69
8.07
7.01
7.01
8.39
8.39
8.39
8.39
8.39
8.35
8.86
9.39
8.43
8.43
8.58
8.66

14.37
14.37
14.37
14.37
14.37
14.37
14.37
14.37
14.37
14.37
14.37
14.37
14.37

Height

mm mm lbskg

Total Height

AGM LHR series

Rated Power 
Discharge 
15min @ 

1.67V/cell 
(W)

Nominal
Voltage

(V)
Model

Terminal
Type

Rated 
Capacity 
20Hr @ 
1.80V/-
cell (AH)

38
45
55
65
70
75
85

100
100
100
100
110
140
170
190
210
230
90
90

124
124
124
158
191
191
225
225
303
303
370

Rated 
Capacity 
10Hr @ 
1.80V/-
cell (AH)

BATTERY SPECIFICATIONS

GENERAL FEATURES

CLASSIFICATION

SAFETY

LONG LIFE

ABS CASE

WIDE TEMPERATURE
RANGE

COMPATIBILITY

CONSISTENCY CHARGE
ENDURANCE

LONG SERVICE
LIFEGRID DESIGN 

CLASSIFICATION

SAFETY

LONG LIFE

ABS CASE

WIDE TEMPERATURE
RANGE

COMPATIBILITY

CONSISTENCY CHARGE
ENDURANCE
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ENDURANCE
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LIFEGRID DESIGN 

CLASSIFICATION

SAFETY

LONG LIFE

ABS CASE

WIDE TEMPERATURE
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COMPATIBILITY

CONSISTENCY CHARGE
ENDURANCE

LONG SERVICE
LIFEGRID DESIGN 

PERFORMANCE CHARACTERISTICS


