
Leoch Tubular Vented batteries, OPzS series, are flooded 
Lead-Acid batteries using tubular plates that have been 
optimized for cyclic applications. Engineered for long life 
cyclic applications such as Renewable Energy Stations, 
Power Production and distribution, OPzS batteries are field 
proven designed for heavy duty cyclic applications.

Tubular Vented 
OPzS series

BATTERY SPECIFICATIONS

PERFORMANCE CHARACTERISTICS

   -40°C~
+65°C

4~5 
Υears*
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DESIGN LIFE

Up to 
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at 25°C

16-20 
years  

(25°C)*
* Depending on 
the actual model
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Approx. Dimensions Approx. Weight

Length Width

in. in. in.in.mm mm
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355.00
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337.00
337.00
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Height

mm mm lbskg

Total Height Dry Wet

Tubular Vented OPzS

Nominal
Voltage

(V)
Model Terminal

Type

Rated 
Capacity 
10Hr @ 

1.80V/cell  
(AH)

13.20
15.30
17.40
20.40
24.50
28.30
32.70
38.00
45.40
77.40
91.70

113.80
224.80
48.70
67.40

29.10
33.73
38.36
44.97
54.01
62.39
72.09
83.78

100.09
170.64
202.16
250.89
495.60
107.36
148.59

lbskg

OPzS technology - Ortsfest 
(stationary) PanZerplatte (tubular 
plate) Flüssig (flooded)
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GENERAL FEATURES

Design life of up to 20 years
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Field proven, long-life non-
maintenance free batteries with 2V, 
6V and 12V versions available

DEPTH OF
DISCHARGE

GELLED
ELECTROLYTE

SHIELDED
DESIGN 

SAFETY

LONG LIFE
IDEAL

DIMENSIONSWIDE RANGEEMERGENCY
POWER 

ECO  FRIENDLY  

19INCH OR
23INCH

ABS CASE

WIDE OPERATING
TEMPERATURE

HIGH TEMPERATURE
DESIGN

CONSISTENCY

LONG
 SERVICE LIFE

MAINTENANCE
FREE

HASSLE FREE

ABS CASEFAST CHARGING

TRANSPARENT 
JAR

SPECIAL
 LEAD-CALCIUM

PbCa

ENDURANCE

PSoC

LEAD TECHNOLOGY

Pb
82

Lead

OPZS 
TECHNOLOGY

OPzS 
LCD SCREEN

LITHIUM
TECHNOLOGY

LIGHT WEIGHTED

CHARGE 
ENDURANCE

H2

O2
P

-
--

Fe2+ Li+

kg

HIGHER THAN VRLA
TEMPERATURES

Transparent jar for easy electrolyte 
level monitoring and maintenance
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Superior deep cycling performance 
offering more than 2000 cycles 
at 80% DoD (2V) and 1400 cycles 
at 80% DoD (12V)
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Wide operating temperature range 
from -15oC up to +55oC 
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